§185.350

§185.350 Fueling of vessels using fuel
having a flash point of 43.3 °C (110
°F) or lower (such as gasoline).

A vessel must not take on fuel hav-
ing a flash point of 43.3 °C (110 °F) or
lower when passengers are on board.

§185.352 Ventilation of gasoline ma-
chinery spaces.

The mechanical exhaust for the ven-
tilation of a gasoline machinery space,
required by §182.460(a)(1)(ii) of this
chapter, must be operated prior to
starting gasoline engines for the time
sufficient to insure at least one com-
plete change of air in the space served.

§185.356 Carriage of hazardous mate-
rials.

A vessel that transports a hazardous
material, listed in 49 CFR 172.101, in
commerce shall ensure the material is
handled and transported in accordance
with 49 CFR parts 171 and 176.

[CGD 85-080, 61 FR 1005, Jan. 10, 1996, as
amended at 62 FR 51359, Sept. 30, 1997]

§185.360 Use of auto pilot.

Whenever an automatic pilot is used
the master shall ensure that:

(a) It is possible to immediately es-
tablish manual control of the vessel’s
steering;

(b) A competent person is ready at all
times to take over steering control;
and

(c) The changeover from automatic
to manual steering and vice versa is
made by, or under the supervision of,
the master or the mate on watch.

Subpart D—Crew Requirements

§185.402 Licenses.

Each licensed individual employed
upon any vessel subject to the provi-
sions of this subchapter shall have his
or her license on board and available
for examination at all times when the
vessel is operating.

§185.410 Watchmen.

The owner, charterer, master, or
managing operator of a vessel carrying
overnight passengers shall have a suit-
able number of watchmen patrol
throughout the vessel during the night-
time, whether or not the vessel is un-
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derway, to guard against, and give
alarm in case of, a fire, man overboard,
or other dangerous situation.

[CGD 85-080, 61 FR 1005, Jan. 10, 1996, as
amended at 62 FR 51359, Sept. 30, 1997]

§185.420 Crew training.

(a) The owner, charterer, master or
managing operator shall instruct each
crew member, upon first being em-
ployed and prior to getting underway
for the first time on a particular vessel
and at least once every three months,
as to the duties that the crew member
is expected to perform in an emergency
including, but not limited to, the emer-
gency instructions listed on the emer-
gency instruction placard required by
§185.510 of this part and, when applica-
ble, the duties listed in the station bill
required by §185.514 of this part.

(b) Training conducted on a sister
vessel may be considered equivalent to
the initial and quarterly training re-
quirements contained in paragraph (a)
of this section.

(c) Crew training shall be logged or
otherwise documented for review by
the Coast Guard upon request. The
training entry shall include the fol-
lowing information.

(1) Date of the training; and

(2) General description of the train-
ing topics.

[CGD 85-080, 61 FR 1005, Jan. 10, 1996, as
amended at 62 FR 51359, Sept. 30, 1997]

Subpart E—Preparations for
Emergencies

§185.502 Crew and passenger list.

(a) The owner, charterer, managing
operator, or master of the following
vessels must keep a correct list of the
names of all persons that embark on
and disembark from the vessel:

(1) A vessel making a coastwise or
oceans voyage where:

(i) Passengers embark or disembark
from the vessel to another vessel or
port other than at the port of origin; or

(ii) Passengers are carried overnight;

(2) A vessel making a voyage of more
than 300 miles on the Great Lakes, ex-
cept from a Canadian to a United
States port; and

(3) A vessel arriving from a foreign
port, except at a United States Great

308



